LifeUVC (O Lifetech

ALT WATER

RESISTANT

Pokrocile elektronicke napdieni,

Zivotnost lampy 16,000 hodin Napdieni 100-240V/ / 50-60 Hz
Technologie (fada) Nizkotlaké UV systémy (254 nm) Pripojeni 2"-DN150
Aplikace Indoor pools, Outdoor pools, Whirlpools Celkovy pfikon UV lamp H8 -522 W

Odolnost pro slany bazén
(koncentrace soli az 5 kg/m3)

Maximalni pratok (UV davka 30

Ano Stérac Bez stérace

Nerezovy reaktor 316 (odolny vici slané

rnJ/omi) 132 mi/h Materidl vodé)
Maximalni pratok 170 mix/h Optional Teplotni senzor
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LifeUVC

Varianta

LifeUVCO148-16-NW-EB-BCD-G2

LifeUVCO0187-16-NW-EB-BCD-G3

LifeUVC0287-16-NW-EB-BCD-G3

LifeUVCO0387-16-NW-EB-BCD-G3-T

LifeUVCO0387-20-NW-EB-BCD-DN100

LifeUVCO487-20-NW-EB-BCD-DN125

LifeUVC0587-20-NW-EB-BCD-DN125

LifeUVC0687-20-NW-EB-BCD-DN150

LifeUVC0687-27-NW-EB-BCD-DN150
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Maximaini pratok (UV
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Maximdini pratok Celkowy vykon (W)
20 48 /1

49 8711

49 17471

49 2611/1

80 261/1

120 348 /1

120 H35/1

170 522171

170 522 /1
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